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The engineering team at Energetic took full advantage of the ISO Configuration.  
The container can be utilized by all mediums of transport which would include: 
truck, rail, ship/barge and air. 
 

 



 

 

 
 
The main top lid is manually operated by utilization of hydraulics, which is rated to -
60oC. The incorporation of these hydraulics are a built in safety feature, which will 
not allow the lid to inadvertently free fall.   
 

 



 

 

 

The main top lid is fully gasketted and rated to -60oC.  The lid is secured with 
industrial marine grade bronzed fasteners.  This configuration allows the container a 
complete water seal. 

 

 



 

 

 

The end door is fully gasketted and secured with industrial marine grade bronzed 
fasteners.  This allows the container a true complete water seal.  The container has 
also been fitted with a pressure relief valve to expel any unwanted pressure. 

 

 



 

 
 

The containers are ISO configured and can easily be maneuvered with a wide range of 
equipment.  

  

 



 

 

 

The easily maneuvered containers are certified to be stacked fully loaded up to 9 
containers high. 

 

 



 

   
 

   
 

 
 
 
 
 
 
 
 
 

 
The ISO Configuration allows for various 
economical transportation options. 

 
 
 



 

 

 

 
LOADED CONTAINER CAPACITY: 27 tonne 

STACK HEIGHT: 9 containers   

TOTAL MAXIMUM LOADED STACKED WEIGHT: 243 tonne 

 



 

 
 

The container was subjected to numerous tests to ensure durability, 
reliability and a true seal.  All testing conducted on the container was 
verified by an independent Third Party.  Det Norske Veritas or DNV was   
the Third Party used to authenticate the findings. 
 

 



 

 

 

The engineer approved skids easily lock onto the container, allowing the 
container to be skidded or loaded with a winch truck.  The skid twistlocks 
allow the container to be securely fastened to the skid. 
 

 



 

     
 

 

 

 

The containers easily lock onto the engineered skids 
 
 

 



 

 

 

 
 
 
 
 

 


